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Despite the high pressure employed in plasma display panels, the energy balance of low-energy
electrons is found to be dominated by inelastic collisions, and the resulting nonlocal electron
kinetics plays a key role in the striation formation. Surface charge accumulation on the anode
dielectric, however, is also needed for striations to form. It is the combined effect of surface charges
and nonlocal electron kinetics that results in the striation formation in plasma display panel cells.
Two-dimensional fluid simulations, which assume local electron kinetics, and two-dimensional
particle-in-cell Monte Carlo collision simulations with a bare conducting anode show that striations
do not form if either the nonlocal electron kinetics or the surface charge accumulation is not
considered. © 2005 American Institute of Physics. DOI: 10.1063/1.2007851
I. INTRODUCTION
The reasons leading to the formation of striations in
plasmas are, in general, complex. Ion waves, attachment, and
stepwise ionization are known mechanisms that can lead to
the formation of striations.1,2 Nonlocal electron kinetics has
also been successfully presented as a mechanism responsible
for the striation formation in positive column discharges.3
Phenomena due to nonlocal electron kinetics, however, are
typically observed at pressures much lower than those em-
ployed in plasma display panels PDPs.3–6
Given the small dimensions of a PDP cell and the short
life of the discharge, experimental diagnostics are challeng-
ing. For this reason, computer simulation has emerged as an
important tool for studying PDP cells. The simulation results
presented in this work are obtained using XOOPIC,7 a two-
dimensional self-consistent electromagnetic particle-in-cell
Monte Carlo collision PIC-MCC simulation program. PIC-
MCC simulations capture the kinetics of the simulated spe-
cies with very few approximations8 and only PIC-MCC
simulations have been able to reproduce the striation forma-
tion in PDP cells.9–11
Although various factors such as gas composition, pres-
sure, and cell geometry are known to affect the number, po-
sition, and shape of the striations in PDP cells, the mecha-
nism responsible for their formation, however, continues to
be unresolved. Instabilities on the cathode fall12 and residual
surface charges from previous discharges have been pro-
posed as possible mechanisms for the striation formation in
PDP cells. Simulation results, however, have shown that
striations form even when no instabilities or oscillations are
observed in the cathode region and without preaccumulated
surface charges on the dielectrics.11 Dielectric surface
charges and spatial potential modulations have also been
pointed as factors involved in the striation formation.11–13 Up
to this day, however, no satisfactory self-consistent explana-
tion has been presented.
In this article, the striation formation mechanism in PDP
cells is analyzed and the role of the key factors leading to the
striation formation is identified. Although at pressures above
a few Torrs nonlocal effects are typically negligible due to a
large number of elastic collisions,14 nonlocal electron kinet-
ics are found to be partially responsible for the formation of
striations in PDP cells even at pressures close to atmospheric
pressure. It is the combined effect of surface charges and
nonlocal electron kinetics that results in the striation forma-
tion.
The rest of this article is arranged as follows: Section II
presents a description of the striation formation mechanism
indicating the role of surface charges and nonlocal electron
kinetics. In Sec. III, the effects of pressure and gas chemistry
are considered. In addition, the spatial distribution of the
electron temperature is presented. Finally, conclusions are
drawn in Sec. IV.
II. THE MECHANISM OF STRIATION FORMATION:
SURFACE CHARGES AND NONLOCAL
ELECTRON KINETICS
Figures 1a and 1d show a schematic of a coplanar
and a matrix-type PDP cell, respectively. The dimensions
displayed are the ones used in the simulations and corre-
spond to typical dimensions of actual cells. In this work, we
shall refer to ion bunches as striations. Bunches can also be
observed in other species such as electrons and excited spe-
cies. Bunches of different species, however, present slightly
different time evolutions. Figures 1b and 1e show the
simulated spatiotemporal evolution of the neon ion density
integrated along the Y direction defined in Figs. 1a and
1d in a pure neon discharge at 500 Torr. Striations form
sequentially following the ignition of the main discharge.
They appear along the anode region and become weaker as
they form closer to the outer edge of the cell. The lowering
of the applied voltage in the discharge region due to the
charges accumulated on the dielectric surface causes the
eventual extinction of the plasma. Typical PDP discharges
last a few microseconds and during this time striations are
found to be stationary. The main discharge in a coplanar cell,aElectronic mail: jkl@postech.ac.kr
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however, shifts towards the cathode region as time
progresses Fig. 1b. These simulation results are in agree-
ment with experimental observations.12,13,15 The spatial po-
tential profiles resulting after the striation formation in a co-
planar and in a matrix PDP cell are displayed in Figs. 1c
and 1f, respectively. Despite the different appearances of
the striations in the coplanar and the matrix-type cells, the
physics governing the striations is the same in both geom-
etries. Figure 2 shows the simulated time evolution of the
electron density, the neon ion density, the spatial potential
distribution, and equipotential lines during the formation of
the first striations in a coplanar PDP cell running in neon at
500 Torr. The evolution of the discharge and the striation
formation is described next.
The discharge in a PDP cell is ignited by applying a
voltage difference on the order of 350 V between the sus-
FIG. 1. Striated microdischarge in
a–c coplanar and d–f matrix
plasma display panel cells operating in
Ne at 500 Torr. Dimensions are given
in micrometers, figures are not drawn
to scale, and X and Y axes are defined
in a and d. The dashed lines in a
and d correspond to planes parallel
to the anode dielectric at a distance of
15 m. The spatiotemporal evolution
of the neon ion density integrated
along Y is shown in b and e and
the spatial potential profiles after the
striations have formed in c and f.
FIG. 2. Time evolution by rows of a–f the electron density, g–l the Ne+ ion density, m–r the potential profile, and s–x equipotential lines
in a coplanar PDP neon discharge at 500 Torr.
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tain electrodes. These electrodes have been labeled as anode
and cathode in Figs. 1a and 1d to indicate the polarity of
the applied voltage. The address electrode in the coplanar
cell was kept biased to half the applied voltage, i.e., 175 V,
in all simulations. The applied voltage between the sustain
electrodes causes electrons to drift toward the anode and cre-
ates an avalanche that is sustained by the generation of sec-
ondary electrons in the cathode region. This avalanche cre-
ates the main discharge, which appears on the upper center
region of the cell close to the cathode Fig. 2—time of
775 ns. As electrons from the main discharge drift toward
the anode, they accumulate on the dielectric layer that covers
this electrode. In a coplanar cell Fig. 1a, the charge accu-
mulates in the anode inner edge region, whereas in a matrix
cell Fig. 1d it accumulates in the center anode region.
This charge accumulation drives the surface of the dielectric
negatively with respect to the plasma potential in the main
discharge Fig. 2s. As a result, low-energy electrons are
trapped in the cell and drifted toward outer regions of the
anode where surface charge has not yet been accumulated
and therefore remain at a higher potential. The extension of
the discharge toward the outer edge of the anode due to
surface charges is a crucial first step in the striation forma-
tion process. In fact, if charge accumulation is eliminated,
simulation results show that the discharge does not extend
along the anode and that striations do not form. No striations
are obtained experimentally either if bare electrodes are
employed.12,21 Therefore, surface charges are necessary for
striations to form in PDPs but on their own do not justify the
formation of striations.
The low-energy electrons that are drifted toward the
outer region of the anode do not have initially enough energy
to ionize the gas. Therefore a low ion density region is cre-
ated adjacent to the main discharge. As the electrons are
accelerated by the electric field, however, they eventually
acquire sufficient energy to ionize the gas. At this point, a
large number of ionization collisions take place and the first
striation forms Fig. 2—time of 790–800 ns.
In the first instances of the newly formed striation, a
significant number of electrons drift toward the anode and
accumulate on the dielectric surface in the vicinity of the
striation. As a result of this initially high electron loss, the
electron density in the newly formed striation is much lower
than the ion density Figs. 2b, 2c, 2h, and 2i. As
charge builds up on the dielectric, however, low-energy elec-
trons are confined to the striation region and an increase in
the electron density is observed Figs. 2d and 2v. Nev-
ertheless, striations remain ion-rich regions, i.e., regions with
net positive charge. As a result, the spatial potential distribu-
tion existing prior to the formation of a striation gets modu-
lated by the presence of the striation Figs. 2p and 2v.
Since charge accumulates on the dielectric surface primarily
in the regions close to a striation, surface charge is not uni-
formly distributed.11 It should be noticed, however, that the
uneven charge accumulation is a result of the striation for-
mation in the cell and not its cause.
As with the main discharge, high-energy electrons con-
tinue to reach the dielectric in the vicinity of the striation
while low-energy ones are trapped in the cell and drifted
towards the outer region of the anode Fig. 2w. A region of
low ionization is created next to the first striation due to the
initially low energy of the electrons being drifted toward the
outer edge of the anode. Once these electrons gain sufficient
energy, a new striation forms Fig. 2k. One can easily see
that the process repeats itself leading to the formation of
more striations until the outer edge of the anode is reached.
The lowering of the applied voltage in the discharge region
due to the charges accumulated on the dielectric surface
causes the eventual extinction of the discharge.
Prior to the formation of the striations, the electric field
slope of the potential profiles is uniform in the vicinity of
the existing discharge Figs. 2m–2x. Therefore, if elec-
trons were in local equilibrium with the field, uniform ion-
ization would take place and no striations would form, i.e.,
the discharge would extend along the anode due to surface
charge accumulation but would be uniform. It should be
noted that the modulation of the potential and the electric-
field profiles occurs after the striations have formed. As
shown in Fig. 2, the striations are observable in the ion den-
sity profile well before the potential profile gets modulated.
Therefore, modulations of the spatial potential profile are a
consequence of the striation formation and not its cause as
has been suggested.13
In high-pressure discharges, the electron mean energy
temperature is normally found to depend on the reduced
electric field E /n.1 In PDP cells and despite the high pres-
sure of operation 500 Torr, electrons gain energy as they
drift towards the outer edge of the anode with negligible
energy loss in collisional processes between striations this
statement is justified below. As a consequence, the energy
of the electrons is determined by the potential distribution
instead of the reduced electric field, i.e., electrons are not in
local equilibrium with the electric field. This is the underly-
ing physical reason for the striation formation.
It can be observed in the spatial potential distribution
along a plane parallel to the dielectric surface 15 m inside
the cell Fig. 3 that the potential difference between the
location of one striation and the future location of the next
striation is slightly larger than the ionization potential of the
gas 22 eV for Ne. This indicates that the energy gained by
the electrons as they are accelerated by the electric field be-
tween these two points is effectively retained despite colli-
sions and that electrons are not in equilibrium with the field.
For a typical pressure in a PDP cell of 500 Torr and a
maximum collision cross section for Xe–Ne mixtures of 3
10−19 m2,16 the minimum electron mean-free path is
0.2 m. Therefore, electrons undergo only a few hundred
collisions as they drift between striations striation separation
is 100 m—Figs. 3a and 3b. Since the electrons re-
sponsible for the striation formation are low-energy electrons
high-energy electrons are less in number and are capable to
escape and accumulate on the dielectric in the vicinity of
existing striations, these collisions are elastic.
It is well known that due to the large mass difference
between electrons me and neutrals M, the energy transfer
from an electron to a neutral in an elastic collision is very
inefficient.17 Nevertheless, elastic collisions can limit the
mean energy an electron can acquire in a given electric field.
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It can be shown that an electron starting at rest undergoes
M /me 104 collisions before reaching 60% of its maxi-
mum equilibrium mean energy and that the energy lost in a
few hundred collisions represents only a few percent of the
energy the electrons would gain in a collisionless case.
Therefore, and although at high pressures the electron mean
energy is typically determined by the reduced electric field
E /n,1 the electron mean energy in PDP cells is determined
by the potential distribution, i.e., electrons are not in local
equilibrium with the electric field. This nonlocality of low-
energy electrons also explains why fluid simulations, which
are based on the local-field approximation, have failed to
reproduce the striation phenomenon in PDP cells.9–11
III. DISCUSSION
The mechanism presented in Sec. II provides a better
understanding on the influence of various physical quantities
on the striation formation. Gas composition and pressure are
known to affect the number and shape of the striations and
their influence has been examined by simulating Xe–Ne mix-
tures and discharges at 100–500 Torr. The following conclu-
sions are drawn.
The gas composition affects the striation separation by
setting the distance electrons need to travel in a given field to
acquire the ionization energy compare Figs. 3a and 3c
for the cases of 100% Ne and 10% Xe–90% Ne. As a con-
sequence of the markedly lower ionization potential of Xe
12 eV, striations form closer together in the mixture dis-
charge compare Figs. 1b and 4a. Although xenon partial
concentration is smaller than that of neon, xenon ions are
more abundant than neon ions due to the lower ionization
potential of xenon. As a result, striations in the Ne ion den-
sity are less marked than those in Xe and are not presented.
This has also been observed experimentally.13
In agreement with experimental observations,12,13 the
number of striations in the simulations increases with pres-
sure. The increase in the number of striations is due to a
reduction on the striation width along X direction in Fig. 1
and not to a reduction of the separation between striations.
The separation between the striations is independent of pres-
sure and it is determined by the spatial voltage distribution
and the ionization potential of the gas. As pressure increases,
however, the ionization mean-free path decreases iz
1/ P. Therefore, once electrons reach the ionization en-
ergy, they ionize the gas within a shorter distance at higher
pressure. As a result, narrower striations are observed at high
pressure. For the geometry depicted in Fig. 1a, the number
of striations in a 10% Xe–90% Ne discharge increases by
one from 4 to 5 as pressure is increased from
200 to 500 Torr Fig. 4.
For the geometry and conditions simulated in this work,
the time span between the appearance of subsequent stria-
tions is on the order of 25 ns in the coplanar cell and
5 ns in the matrix cell Figs. 1b, 1e, and 4. As ex-
plained in Sec. II, the propagation of the discharge toward
the outer anode region is caused by the charging of the di-
electric, and therefore striation appearance will depend on
the density of the discharge and the three-dimensional geom-
etry of the cell. Time intervals observed in experiments range
from a few up to a few hundred nanoseconds.12,13,18 It should
be noted, however, that experimental observations are nor-
mally carried out in multipulse operation whereas simulation
results are typically presented for a single pulse. For a com-
parison between simulation results and experimental data,
one should consider the residual surface charge from previ-
ous pulses as this will affect the ignition and propagation
speed of the discharge.
The modulation of the potential distribution once stria-
FIG. 3. Time evolution of the spatial potential distribution in the anode region for a 100% Ne discharge in a coplanar cell, b 100% Ne discharge in a matrix
cell, and c 10% Xe–90% Ne discharge in a coplanar cell. Potentials lines are plotted for a plane parallel to the anode dielectric at a distance of 15 m
dashed lines in Figs. 1a and 1d.
FIG. 4. Spatiotemporal evolution of Xe+ ion density integrated along Y in
a 10% Xe–90% Ne discharge at a 500 Torr and b 200 Torr. Cell geom-
etry and Y direction shown in Fig. 1a.
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tions have formed results in a higher electric field in the
interstriation regions than in the striations themselves slope
of the potential profiles in Figs. 2 and 3. Although electrons
do not reach equilibrium with the electric field, the few hun-
dred collisions they undergo as they are accelerated in the
interstriation regions randomize their increased velocity and
thereby increase the electron temperature. As a result, the
electron temperature in between striations is higher than in
the striations themselves. Figure 5 shows the electron-
density profile and the electron temperature along a plane
parallel to the dielectric in a 10% Xe–90% Ne discharge at
500 Torr. Both profiles are out-of-phase as recently observed
in laser Thompson scattering measurements.19 Since both
electron temperature and plasma density determine the UV
radiation from excited species,20 these modulations along
striations affect the luminous efficiency of the cell.
IV. CONCLUSION
In conclusion, despite the high pressure employed in
PDP cells 500 Torr, low-energy electrons are found not
to be in local equilibrium with the electric field. This is a
consequence of the large electric fields generated in these
microdischarges. Although nonlocal kinetics on its own has
explained the formation of striations in low-pressure
positive-column discharges, in PDP cells striations do not
form without the combined effect of surface charges. Surface
charges reduce the electron loss to the anode dielectric by
generating a trapping potential well for low-energy electrons.
This allows the extension of the discharge along the anode, a
necessary first step in the striation formation. On their own,
however, surface charges do not explain the striation forma-
tion either. It is therefore the combined effect of nonlocal
kinetics and surface charges that result in the striation forma-
tion in PDP cells. If one of these two factors is missing,
simulations show that striations do not form.
The presented mechanism of striation formation satisfac-
torily agrees with previously reported observations such as
the uneven charge accumulation on the dielectric in the an-
ode region, the successive modulations of the spatial poten-
tial, and the pressure and gas composition dependence. The
mechanism is equally applicable to the coplanar and the
matrix-type PDP cells, and it can be extended to other
geometries/applications. Based on the understanding of the
mechanism leading to the extension of the discharge along
the anode in a PDP cell, one can envision covering an elec-
trode with a dielectric as a technique for extending microdis-
charges along capillaries or hollow anodes as those em-
ployed in.21 As in the case of PDP cells and despite the high
pressure of operation, nonlocal kinetics of low-energy elec-
trons may also play a role in the striation formation in other
microscale discharges where electric-field strengths even
larger than those found in PDP cells are employed.22
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